1FK7044 - A4CF7 three-phase servomotor

Technical data Character Unit Value
Configuration data:

Rated speed Ny rpm 3000
Rated torque (100 K) Mook Nm 3.7
Rated current (100 K) [ A 3.45
Static torque (100 K) Morrooky Nm 4.5
Stall current (100 K) Togrooky A 4
Static torque (60 K) Mook Nm 3.75
Stall current (60 K) Toeox) A 3.2
Optimum operating point:

Optimum speed Moot rpm 3000
Optimum power Popt kW 1.16
Limit data:

Max. permissible speed (mech.) M mch rpm 9000
Maximum torque Muax Nm 13
Maximum current Imax A 121
Motor data:

Number of poles 2p 6
Torque constant (TOOK) ks Nm/A 113
Voltage constant (at 20°C) ke V/1000rpm 72
Winding resistance (at 20°C) Ror Q 1.49
Rotating field inductance Lo mH 18.8
Efectrical time constant Ta A 126
Mechanical time constant Toneen ms 0.44
Thermal time constant To min 45
Momentof thertia Tt 10% kgm? 126
Shafttorsionat stiffness C Nm/rad 9800
Weight Wit kg 74
Motor datawith-integrated brake:

Momentof inertia(with-brake) ds 10 kgm? 16.2
Shafttorsiomatstiffress(with-brake) y Nrm/rad 7900
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