1FK7105 - 2AC7 three-phase servomotor

Technical data Character Unit Value
Configuration data:

Rated speed Ny rpm 2000
Rated torque (100 K) Mook Nm 37 16
Rated current (100 K) [ A 48 20
Static torque (100 K) Morrooky Nm 40
Stall current (100 K) lotoon) A 16.2
Static torque (60 K) Mook Nm

Stall current (60 K) Togeok A

Optimum operating point:

Optimum speed Moot rpm 2000
Optimum power Post kW 77
Limit data:

Max. permissible speed (mech.) Ninaxmeon rpm 5000
Maximum torque Muax Nm 150
Maximum current Imax A 71
Motor data:

Number of poles 2p 8
Torque constant (TOOK) Ky Nm/A 237
Voltage constant (at 20°C) e V/1000rpm 1575
Winding resistance (at 20°C) Ror Q 0175
Rotating field inductance Lo mH 4.5 255
Efectrical time constant Ta ms 14
Mechanical time constant Tonech ms 70
Thermal time constant To min 154
Momentof thertia Tt 10 kgm? 125000
Shafttorsionat stiffness C Nm/rad 39
Weight W kg

Motor datawith-integrated brake:

Momentof inertia(with-brake) . 10 kgm? 162
Shafttorsiomat stiffress(with-brake) — Nrm/rad 95000
Weight(with 'L‘,'La:\:-,')1 o 7 — kg 435
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